" PAVER APPLICATION )

Using RoofEdge™ and Pedestals
Recommended for LiveRoof Maxx 8"
and for level applications with Standard (4.25") and Deep (6") Systems

TOP VIEW

N N N N |
— Prevegetated
\) \A/ \)/ \J/ ’ LiveRoof Modules
\ \ [ [ [
N N N N |
— RoofEdge
! ‘ - ——+— Pavers
— Drain Scupper
.’l 1‘,' o A Pedestls
SIDE VIEW
RoofEdge Prevegetated
Paver LiveRoof Modules
Drain Open Space to Pedestal X / ) X ) ( \’ ’) = ) / Slip Sheet
Scuppers | Allow Water Flow \ A \) (/\) // \ (/\ 2\ '///\ // \ / Waterproofing
‘ S N R R Roof Deck

:
|
|
|

o R “ NOT TO SCALE/

PAVER B

ILLUSTRATIONS ARE TO CONCEPTUALLY ASSIST PROFESSIONALS IN DESIGN OF LIVEROOF APPLICATIONS.

LIVEROOF DOES NOT ACCEPT RESPONSIBILITY FOR ENGINEERING BASED ON ILLUSTRATIONS. A QUALIFIED ‘ v2022-10-17
STRUCTURAL ENGINEER SHOULD BE CONSULTED TO DETERMINE APPROPRIATE AND SUITABLE DESIGN.

PAVER WALKWAYS NEAR PARAPETS SHOULD BE DESIGNED FOR SAFE USE, TAKING INTO ACCOUNT WIND

FACTORS.
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