" PERIMETER DETAILS FOR CUSTOM CUT MODULES A
TOP VIEW

IN SMALL AREAS (< 4") CUT
FILTER FABRIC TO FIT AND
FILL WITH ENGINEERED SOIL
OR EXCESS FROM OTHER
CUT MODULES

ROOFEDGE

CUT MODULES TO FIT USING A
RECIPROCATING SAW. USE
FILTER FABRIC TO WRAP
MODULE CUTSIDE

SIDE VIEWS

ROOFEDGE, REMOVE BASE TABS TO
BEND ON CURVED APPLICATIONS

FILTER FABRIC, CUT ALONG

SIDE OF MODULE
ROOTS HOLD SOIL IN PLACE

ROOFEDGE

ENGINEERED SOIL

FILTER FABRIC, CUT TO

HEIGHT OF ADJACENT

\ Vi \ MODULE & ROOFEDGE
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\_ NOT TO SCALE

ILLUSTRATIONS ARE TO CONCEPTUALLY ASSIST PROFESSIONALS IN DESIGNING LIVEROOF PERIMETERA
INSTALLATIONS. LIVEROOF DOES NOT ACCEPT RESPONSIBILTY FOR ENGINEERING BASED ON v2022 11-17
ILLUSTRATIONS. A QUALIFIED ROOFING SPECIALIST SHOULD BE CONSULTED TO DETERMINE ‘

APPROPRIATE WATERPROOFING AND ROOF DECK MATERIALS AND SUITABLE DESIGN.
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